


Complete
kit automation

for a sliding gate

GIRRI 130 is an electro-mechanical operator
designed to be installed to medium size
sliding gates up to 400 Kg of weight.
It is compact to take up as little room as
possible, made of pressure cast aluminium,
fitted with a fixing base plate to firmly anchor
the operator to the ground, suitable holes
are provided in the plate to allow the electric
command cables and the mains to go through.
The electric motor and the gear worm are in
vertical position; the shaft is coupled to the
cog which is fitted outside the cover; the
shape of the cover with rounded corners and
suitable slots to provide aeration to the
motor/gear assembly makes the unit very
compact and pleasing to the eye. The
electronics, built-in under the cover, is
designed to provide facilities for all the
operations the gate is required to perform
through the command devices, the photocells,
remote control, push buttons, for the warning
light, for the anti-crush devices and for the
adjustment of the pushing/pulling power
generated by the motor. All this makes the
operator safe and reliable. The central shaft
is fitted with the worm and is coupled to the
helical gear.

It is supported by bearings and special
bushings, self-lubricated with grease to
eliminate the friction from the moving parts.
The manual release is by a knob which is
protected inside the cover, the front part of
which can be removed and locked back to
the original position by means of an encoded
key. This is an assurance that the operator
is securely locked up, but can be easily
opened and released in case of an emergency
like a power failure. The outer driving cog is

protected by special shoes to prevent
objects/parts of body from being trapped
between the teeth during the motion of the
gate. The limit switch is mechanical and is
fixed under the cover. It is fitted with two
dip-switches which are mechanically
activated by a stainless steel rod that juts
out of the cover and is to strike a suitably
shaped plate on the gate. This brings the
gate to a steady halt through the electronic
card which passes the stop command on to
the brake in the electric motor. Once the
lockable cover is removed, the low voltage
circuit is automatically disconnected by
means of a micro-switch under the cover.
This stops the equipment working in the case
of servicing, repairing or adjusting. The option
is given (only on the customers' request) of
a line switch to cut off the mains. All the
accessories, providing either operating pulses
or safety functions, are easy to connect by
keeping to the instructions provided with
GIRRI 130. The guarantee that it is a good,

reliable and long life unit is directly certified
by "MECCANICA FADINI" thanks to its
expertise achieved over many years'
experience.
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