
MAJOR OPERATING CONTROLS OPTIONAL COMPONENTS & ACCESSORIES
Heater Unit

WV-CW3H
Smoke Dome Cover

WV-CW2S

Digital Disk Recorders

WJ-HD316(16ch) WJ-HD309(9ch)

APPEARANCE
WV-CW470AS (Surface mount type)

Unit: mm
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WV-CW474AF (Flush mount type)
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MATRIX SYSTEM 500
Matrix Switcher 
WJ-SX550C
Card Cage 
WJ-AD550
System Controller
WV-CU550CJ

System Controller

WV-CU650

WV-CM1780
45cm CRT

Colour Monitors

WV-CM2080
55cm CRT

WV-CM1020
25cm CRT

WV-CM1420 
37cm CRT

WV-CM1480 
40cm CRT

With a body made of die-cast

aluminum and a dome made of

3.5mm thick polycarbonate, these

cameras are

tough enough

to resist severe

shocks.

The camera lens unit has a

spring structure, so the chassis

can withstand external shocks.

Meet IP66 international

standards. With excellent

dust and moisture

resistant capabilities,

these cameras can be

used indoor applications

and outdoors, under

building eaves.

The optional heater unit adjusts

automatically to temperature fluctuations,

helping to prevent dew condensation.

Die-cast aluminum body

Shock Resistant
IP66 approved

Rain and Wind Resistant
Heater Unit: WV-CW3H (Optional)

Ideal for Varying Temperatures

Vandal Proof
Super Dynamic II Colour Cameras

(with Low-Light B/W Mode)

WV-CW470A Series

The Easy to Install

Vandal Proof

Weather Proof

Camera Solution

Important – Safety Precaution: carefully read the operating instructions and installation manual before using this product.
• All TV pictures are simulated.  • Weights and dimensions are approximate.  • Specifications are subject to change without notice.  • These products may be subject to export control regulations.

DISTRIBUTED BY:

Panasonic is the brandname of Matsushita Electric.

WJ-JKCW474AC (2N-692E)Printed in Japan 

Panasonic System Solutions Company
Matsushita Electric Industrial Co.,Ltd.
4-3-1,Tsunashima-higashi, Kohoku-ku, Yokohama,
223-8639, Japan 
Tel    81(0)45-540-5769
Fax  81(0)45-540-5773
URL http://panasonic.co.jp/pss/cctv/en/ index.html

PAL CCIRSPECIFICATIONS
Model No. WV-CW470AS WV-CW474AF
Type Surface mount type Flush mount type
Pick Up Device 752 (H) x 582 (V) pixels, interline transfer CCD
Scanning Area 4.86 (H) x 3.62 (V) mm, (Equivalent to 1/3" tube)
Scanning 625 lines / 50 fields / 25 frames
Scanning System 2 : 1 interlace
Synchronization Internal / Line-Lock (220V ~ 240V AC / 24V AC) / VD2
Video Output 1.0V [p-p] / 75 Ω / PAL composite signal / BNC connector
Horizontal Resolution 510 lines (at High) and 480 lines at colour imaging mode, 

570 lines at B/W mode
Minimum Illumination 0.8 lux at colour imaging mode
(at F1.4 Wide) 0.1 lux at B/W mode
Signal to Noise Ratio 50dB (at AGC Off, Weight On, AP On)
Dynamic Range 48dB (typical)
Functions Camera Title 16 character display (alphabet, numeric, symbols)

Light Control ALC mode
Super Dynamic II On / Off
Electronic Shutter Off, 1/120, 1/250, 1/500, 1/1,000, 1/2,000, 1/4,000, 1/10,000 sec.
AGC On (High / Mid / Low) / Off
Electronic Sensitivity Up Off, Auto (x2, x4, x6, x10), Fix (x2, x4, x6, x10, x16, x32)
White Balance ATW 1 / ATW 2 / AWC
Motion Detector On / Off

Lens Type 2x variable focal lens
Focal Length 3.8 ~ 8.0 mm
Aperture Ratio F1.4 (Wide) to F176, close / F1.8 (Tele) to F176, close
Min. Object Distance 1.2 m (3.9 ft) ~ ∞

Ambient Operating Temperature –10°C ~ +50°C
[–30°C ~ +50°C with optional Heater Unit (WV-CW3H)]

Ambient Operating Humidity Less than 90% 
Power Source 220V ~ 240V AC, 50Hz 24V AC 50Hz, or 12V DC
Power Consumption 5.2W (camera only) 12V DC, 367mA (camera only)

14.0W (with optional Heater Unit) 24V AC 50Hz, 3.8W (camera only)
24V AC 50Hz, 12.1W
(optional Heater Unit only)

Dimensions (D) x (H) mm ø160 x 161 ø154 x 160.5
Weight (approx.) 2.15 kg 1.45 kg



Digital Motion Detector senses 
movement and sends an alarm signal
When the Motion Detector 
senses movement in the 
monitored image, it
automatically sends an alarm 
signal to the system. When 
linked to a recording device, 
it provides an efficient way 
to avoid missed images.

Extension Unit WJ-HDE300 x 3

Digital Disk Recorder WJ-HD316

PC

PC

WV-CS850B Series x 8 WV-CW470A Series x 8

WV-CU650

System ControllerColour Monitor

PS-Data Link

Colour Monitor

Ethernet
(10Base-T/100Base-TX Cable)

LAN/WAN

Internet


